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Foundation Notes:

1. Footing widths are based on a load-bearing soil
capacity of 2000 psf. For any variations, see Secfion
R403 in the 2018 NC residential code book.

2. Al footings shall bear on original undisturbed soil.
3. The 28-day compressive strength of all footings is 3,000 Pal

4. All reinforcing steel tfo be ASTM A615 grade 60

5. Use ASTM C90 CMU f'm = 1500 PSl

6. Use ASTM C216 face brick fm = 3000 psi; attach
to wood frame with minimum #22 galvanized sheet
gduge corrosion resistive corrugafed metal ties
7/8" wide at verfical intervals max. 16" o.c. and
horizontal intervals maximum 24" o.c. Provide weepholes
at 33" o.c. max. af first course above flashing U.N.O.

7. Exterior walls of houses on foundation systems and slab on grade
houses shall be anchored to the foundation system or slab with at
least 1/2°x10" dia. bolts or approved metal straps placed 6'-0" on
center and not more than 12" from corners. Bolts shall extend a
minimum of 15" into the masonry or 7" info concrefe. Straps shall
be embedded per manufacturer's specifications.

See section R 403.1.6 in the 2018 NC Residential Code Book.

8. Field verify all wall thicknesses. Width may vary per grade.

9. Foundation walls to extend 6" (min.) above finished grade, or
4" (min.) above grade for masonry veneer.

10. Where provided in slabs on ground, reinforcement shall be
supporfed to remain in place from the cenfer to upper one

third of the slab for the duration of the concrete placement.

11. Provide expansion joint around perimeter of garage slab.

12. Garage and porch slabs to be 4" Jower than main house
finished floor where possible.

13. If pier height is more than (4) times the ledst face dimension,
pier must be filled solid.

14. Provide 6mil pol\(eTthene vapor retarder to cover
ground surface of the crawl space.

15. Craw| space to be sealed and conditioned:
Areda under floor joist = 3047 SF
Supply Air Rafe of 1.0 CFM per 30 SF
Supply Air required is (3047 SF/30 SF) 101.57 CFM

16. Provide minimum 36"W x 24"H craw| space access door.

17. One foundation vent shall be within 3 -0" of each corner
of the building. (R408.1.2 in the 2018 NC Residential Code)

18. Joists under parallel bearing parfitions shall be doubled or a
beam of adequate size to support the load shall be provided.

19. Point loads are denofed by circles inscribed in piers.
20. DJ = DOUBLE JOIST

21. Block befween joist at girder. Support point loads to piers.

NOTICE

XPRESS CAD SERVICES HAS TAKEN GREAT CARE IN THE PREPARATION OF
THESE PLANS. HOWEVER SINCE CODES ARE SUBJECT TO CHANGE AND
INTERPRETATIONS VARY, WE DO NOT GUARANTEE COMPLIANCE WITH ANY
SPECIFIC CODES OR ORDINANCES. THE BUILDER OR PURCHASER IS
SOLELY RESPONSIBLE FOR VERIFYING COMPLIANCE WITH LOCAL BUILDING
CODES AND ORDINANCES, AND FOR ANY MODIFICATIONS THAT MAY NEED
TO BE MADE IN ORDER TO COMPLY. THE BUILDER IS RESPONSIBLE FOR
VERIFYING SITE AND SOIL CONDITIONS, AS WELL AS ALL DIMENSIONS AND
CALCULATIONS BEFORE BEGINNING CONSTRUCTION. THESE PLANS SHOULD
BE REVIEWED BY A LOCAL ARCHITECT OR ENGINEER TO VERIFY ADAPTATION
TO THE SITE AND LOCAL STRUCTURAL DESIGN REQUIREMENTS. XPRESS
CAD SERVICES MAY NOT BE HELD RESPONSIBLE AND ASSUMES NO
LIABILITY FOR ANY HOME CONSTRUCTED FROM THESE PLANS.

THIS PLAN IS THE PROPERTY OF XPRESS CAD SERVICES, AND MAY NOT
BE USED OR REPRODUCED WITHOUT THEIR WRITTEN CONSENT.

IF THIS STAMP IS NOT RED,
THIS IS AN ILLEGAL COPY.
THESE PLANS ARE THE SOLE
PROPERTY OF XPRESS CAD
SERVICES AND ARE NOT TO
BE SOLD OR DISTRIBUTED
BY ANY OTHER PARTY

INTERLANDI
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PHONE: 336-993-4252 FAX: 336-993-4008
950 GRAVES STREET, SUITE E - KERNERSVILLE, NC 27284
WWW.INTERLANDIPLANS.COM
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